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#903TP & #904 
Tamper-Resistant Bait Station
BAIT HOLDER ROD
INSTALLATION INSTRUCTIONS

#750
TOP GUN™
BAIT BLOCK®

#709AP Apple 
BAIT BLOCK® and 
709PN Peanut Butter
BAIT BLOCK®

Insert bait rod through hole in 
J.T. EATON™ #709 AP or 709PN BAIT
BLOCK® or #750 TOP GUN™ BAIT BLOCK®.
All BAIT BLOCKS® provide 
excellent pest control.

#903TP-904 Bait Holder Rod

Press curved end of Bait
Rod into corner on side
opposite of notch on
#903TP/903CL Bait Station
(A) or #904 Bait Station (B)
to create tight fit. 
Close and secure lid.

1.

2.

3.

#903TP/903CL 
Bait Station (A)

(with Cover Removed)

Insert straight end of bait 
rod into notch on outside 
wall of J.T. EATON™
#903TP/903CL Bait Station (A) 
or #904 Bait Station (B).

Insert into notch

Insert into notch

Press curved end 
into corner.

Press curved end 
into corner.

(A) #903TP/903CL 
Bait Station 

(A)
#903TP/903CL 
Bait Station 

(B) #904 
Bait Station 

(B) #904 
Bait Station 
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#904 
Bait Station (B)


